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(54) Title: DRUM TYPE VALVE 

(54) Bezexciinung: TROMMELKLAPPE 
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(57) Abstract: The invention relates to a dium-type valve (1; 101; 201; 301; 301*) comprising: a partiai cylindrical surface foiming 
a first area (2; 102; 302); two circular segment surfaces each forming a second area (3; 103; 303), and; an outer encircling edge (4; 
104; 304), which is disposed essentially in two planes, outwardly projects, and which is rests against correspondingly formed contact 
surfaces, whereby the drum-type valve (1; 101; 201; 301; 3O10 has at least one second edge (5; IQS; 305). 

fFortsetzfmg auf der ndchsten Seite J 



wo 2005/044605 Al lillliillillllllllllllllllllllllllillllllllllll 



(84) Bestiminungsstaaten (soweit nicht anders angegeben, flir 
Jede verfUgbare regionale Schutzrechtsart)i ARIPO (BW, 
GH. GM. KE. LS, MW, MZ. NA, SD, SL, SZ, TZ, UG. 
ZM, ZW), eurasisches (AM, AZ, BY, KG, KZ, MD, RU, 
TJ, TM), europaisches (AT, BE, BG, CH, CY, CZ. DE, DK, 
EE, ES, n, FR, GB, GR, HU, IE, IS, IT, LU, MC, NL, PL, 
PT, RO, SE, SI, SK, TR), OAPI (BF, BJ, CF, CG, CI, CM, 
GA, GN, GQ. GW, ML. MR, NE, SN, TD, TG). 

Erklarung gemaB Kegel 4.17: 

— Erfindererkldrung (Regel 4.17 Ziffer iv) nurfUr US 



VerofTentlicht: 

— mit intemaiionalem Recherchenbericht 

Zur Erklarung der Zweibuchstaben- Codes und der anderen Ab- 
kUrzungen wird auf die Erkldrungen ("Guidance Notes on Co- 
des and Abbreviations") am Anfang jeder reguldren Ausgabe der 
PCT-Gazette verwiesen. 



(57) Zusanunenfassung: Die Erfmdung betrifft eine Trommel klappe (1; 101; 201; 301; 301') mit einer Teil-Zylinderflache, die 
einen ersten Bereich (2; 102; 302) bildet, mit zwei Kreissegmentflachen, die je einen zweiten Bereich (3; 103; 303) bilden, und mit 
einem aussen umlaufenden, im Wesentlichen in zwei Ebenen angeoidneten, nach aussen vorstehenden und der Anlage an entspre- 
chend 15 ausgebildeten Anlageflachen dienenden Rand (4; 104; 304), wobei die Trommelklappe (1; 101; 201; 301; 301*) mindestens 
einen zweiten Rand (S; 105; 305) aufweist. 



